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The CMP Products Valiant One Bolt Aluminium
single cable cleat is a metallic cleat which has been
designed, constructed, and tested in accordance
with the International Standard ‘cable cleats for
Electrical Installations’ (IEC 61914:2009). It ensures
the retention and securing of single cables, without
damaging or deforming the cable. The cable

cleat is manufactured from high pressure die cast
aluminium (LM20) making it suitable for both
indoor and outdoor applications. Due to its unique
twin arc internal patent pending design profile it
exhibits excellent retention, limiting both the axial
and lateral movement. The Valiant One Bolt cable
cleat is available in twelve sizes suitable for cable
diameters of 10mm up to 71mm. The cable cleat
has an M10 clearance hole for securing it to a
mounting surface.

Technical Data & Classification

Features
® Third party certification to IEC Valiant Cable @ range
61914:2009 Part No. take (mm)

@ Available in high pressure die
cast aluminium

® Sunlight (UV) resistant

® Operating temperature -60°C to
+150°C

® Can be double stacked
® 10-71mm in 12 sizes

® Excellent axial & lateral load
retention

® Single bolt fixing design

Order reference example for epoxy coating suffix EC (1BC1013AEC)
2 8 Fasteners required to secure the cable cleat to the support structure are not included with the ordering
references shown in the selection table but can be supplied on request.
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